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This Letter investigates the performance of the two-way multi-hop system for underwater optical wireless com-
munications. With the decode-and-forward (DF) relaying, the two-way multi-hop system is modeled, where the
effects of absorption, scattering, and oceanic turbulence are all taken into account. An exact closed-form ex-
pression for outage probability is derived under the assumption that the oceanic turbulence obeys a log-normal
distribution. Numerical results demonstrate the impacts of various parameters on the outage performance and
indicate that the two-way multi-hop system significantly improves the performance in comparison to both the
one-way multi-hop system and the two-way two-hop system.
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Underwater optical wireless communication (UOWC) has
attracted widespread attention since it possesses the
advantages of large transmission bandwidth, high data
rate, ultralow propagation delay, and high security[1–3].
The channel and system modeling for UOWC has been
amply studied. The channel loss can be characterized
by the Beer–Lambert law[3] and beam spread function[4],
whereas the oceanic turbulence can be typically modeled
as log-normal[5,6], gamma-gamma[7], and exponential gener-
alized gamma distributions[8]. However, the UOWC suffers
from several challenges, such as limited communication
range and large path loss. Relay-assisted communications
can be employed to overcome these shortcomings.
Several notable researches have been explored to analyze

the performance on one-way (unidirection) relay-assisted
systems for the UOWC. The performance of multi-hop
networks over log-normal turbulent channels[5,6] and
gamma-gamma turbulent channels[7] has been evaluated.
The performance of amplify-and-forward (AF) relaying and
decode-and-forward (DF) relaying for underwater net-
works has been studied and compared[9]. The connectivity
of the multi-hop underwater network and its impact on
localization are analyzed[10], where the network is modeled
as randomly scaled sector graphs. These relay-assisted sys-
tems commonly operate in half-duplex mode, since the
severe interference between transmitted signals and incom-
ing weak received signals in full-duplex mode cannot be
omitted and is difficult to be eliminated[11,12]. For one-way
half-duplex relay systems, two terminals assisted by a single
relay require four time slots to accomplish information ex-
change, which may lead to the loss of spectral efficiency.
To reduce such loss, two-way relay schemes can be adopted,
where two terminals only require two time slots to exchange
their information and achieve full-rate transmission.
There have been sporadic studies on two-way relay sys-

tems for wireless optical communications. An orthogonalize-
and-forward relaying scheme for two-way multi-user

scenarios is presented[12], which can significantly decrease
the spectral loss. The performance of the two-way system
for a mixed radio frequency/free space optical (RF/FSO)
network is studied[13]. For two-way free space optical
(FSO) networks, a closed-form expression of system out-
age and error probability is derived over gamma-gamma
atmospheric turbulence[14,15], whereas an analytic expres-
sion of end-to-end signal-to-noise ratio (SNR) is solved
over Malaga atmospheric turbulence[16]. Three algorithms
of multi-user scheduling applied to two-way networks are
proposed[17], including absolute SNR, normalized SNR,
and selective multi-user diversity scheduling algorithms.

The abovementioned studies focus on the two-way relay
systems for FSO networks over atmospheric channels.
These achievements cannot be directly applied in the
UOWC, since the underwater channel suffers from the neg-
ative effects induced by absorption and scattering in addi-
tion to turbulence. Moreover, most existing studies only
consider the two-way system with single relay and two
hops. As the transmission range is extremely limited for
the UOWC, serial relay systems with multiple hops may
be more practical. Consequently, it is necessary to explore
the characteristics of two-way multi-hop systems, where
two terminals assisted bymultiple relays exchange informa-
tion concurrently. Such systems can improve the spectral
efficiency and extend the end-to-end transmission distance.

In this Letter, we investigate the performance of the
two-way multi-hop system for UOWC. Specifically, the
two-way multi-hop system based on DF relaying is mod-
eled, with consideration of the effects of absorption, scat-
tering, and oceanic turbulence. A closed-form expression
for outage probability is derived over log-normal oceanic
turbulence channels. Numerical results demonstrate the
effects of various parameters, including the number and
location of relays, the type of ocean water, the type of light
wave (plane or spherical wave), and the power allocation
on the system performance.
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The aggregated channel model that comprises the
turbulence-induced fading and the path loss incurred by
absorption and scattering is considered in this work.
The channel gain between node i and node j can be
given as[6]

Hij ¼ α2ijhij ; (1)

where αij denotes the turbulence-induced fading ampli-
tude, and hij denotes the path loss. The path loss for
line-of-sight links can be expressed as[18]

hij ¼
ηtηrAr cos θ

2πd2ijð1− cos θ0Þ
exp½−cðλÞdij �; (2)

where ηt and ηr are the optical efficiency of the transmitter
and the receiver, respectively. Ar represents the aperture
area of the receiver, θ is the inclination angle between the
transmitter and the receiver, dij is the transmission
distance from node i to node j, θ0 is the beam divergence
angle of the transmitter, and cðλÞ ¼ aðλÞ þ bðλÞ denotes
the attenuation coefficient that is a combination of
absorption coefficient aðλÞ and scattering coefficient
bðλÞ. The typical values of cðλÞ measured at λ ¼ 530 nm
are summarized in Table 1[18].
To characterize the turbulence effects, the turbulence-

induced fading amplitude αij is modeled by log-normal
distribution that is applicable to weak turbulence condi-
tions. The probability density function of αij can be
formulated as[5,6]

f ðαijÞ ¼
1

αij
��������������
2πσ2Xij

q exp
�
−
ðln αij − μXij

Þ2
2σ2Xij

�
; (3)

where Xij ¼ ln αij is the fading log-amplitude modeled by
Gaussian distribution with the mean of μXij and the
variance of σ2Xij

. The amplitude αij is supposed to be
normalized to conserve the average power, which yields
μXij ¼ −σ2Xij

that is calculated in terms of E½α2Xij
� ¼ 1.

The variance σ2Xij
is related to the scintillation index

σ2I ij , which can be given as[6,19]

σ2Xij
¼ 1

4
lnðσ2I ij þ 1Þ: (4)

The scintillation index, depending on the wave number,
the scalar spatial frequency, the transmission distance,
and the power spectrum of turbulent fluctuations, can
be separately discussed in terms of plane and spherical
light waves[19].

The two-way multi-hop system consists of two termi-
nals and k relays, which is depicted in Fig. 1. All nodes
including terminals and relays are equipped with multiple
transceivers and capable of half-duplex communication.
The intensity modulation with direct detection (IM/DD)
is employed in all nodes. For UOWC, since the transmis-
sion distance of one hop is limited, the propagation delay
(computed as the ratio between the transmission distance
and the light wave propagation speed over ocean water)
is extremely small and can be omitted compared to the
transmission delay that is equal to the ratio between
the packet size and the data rate. The time slot can be
set in terms of the packet size. In this case, the two-
way multi-hop system can be discussed according to
two scenarios, where the numbers of relays are odd [see
Fig. 1(a)] and even [see Fig. 1(b)], respectively. For the
scenario in Fig. 1(a), the information from two terminals
arrives at the middle relay (Rðkþ1Þ∕2) at the same time, and
then Rðkþ1Þ∕2 can exchange the information and concur-
rently convey it towards two terminals. For the scenario
in Fig. 1(b), since relays cannot listen and transmit

Table 1. Typical Values of Attenuation Coefficients for
Three Types of Ocean Water[18]

Water Types aðλÞðm−1Þ bðλÞðm−1Þ cðλÞðm−1Þ
Pure sea water 0.053 0.003 0.056

Clear ocean water 0.114 0.037 0.151

Coastal ocean water 0.179 0.219 0.398

Fig. 1. Multi-hop two-way systems: (a) Scenario 1 with an odd number of relays, (b) Scenario 2 with an even number of relays.

COL 17(10), 100005(2019) CHINESE OPTICS LETTERS October 2019

100005-2



simultaneously, Rk∕2 and Rk∕2þ1 have to exchange the in-
formation in two time slots.
It is assumed that the channel state information (CSI)

is available at each node. Based on the CSI, nodes select
the next-hop node that has the best performance (such as
the highest instantaneous SNR and the lowest outage
probability) to complete information transmission. There
have been several notable relaying techniques, such as AF
relaying, DF relaying, and bit-detect-and-forward (BDF)
relaying. AF relaying may accumulatively propagate noise
along the transmission path, whereas BDF relaying may
forward the incorrect bit since it does not employ any error
correcting approach[3]. DF relaying adopts error detection
methods to guarantee the correctness of signals and can
restrict the noise propagation, which improves the system
performance. DF relaying is considered in this work, and
the process of the information delivery is elaborated as
follows.
In the first time slot, two terminals (TA and TB)

transmit the information to their neighboring relays
(R1 and Rk) simultaneously. The received information
at R1 and Rk from the two terminals can be expressed as

y0;1 ¼ ρP0;1H 0;1xA þ n0;1; (5)

ykþ1;k ¼ ρPkþ1;kHkþ1;kxB þ nkþ1;k ; (6)

where ρ ¼ ηq∕hf is the responsivity of the photodetector,
η is the quantum efficiency of the photodetector, q is the
electron charge, h is Planck’s constant, and f is the fre-
quency of the optical source. P0;1 and Pkþ1;k denote the
transmitted powers of TA pointing to R1 and TB pointing
to Rk , respectively. H 0;1 and Hkþ1;k denote the channel
gains of the channel from TA to R1 and the channel from
TB to Rk , respectively. xA and xB denote the transmitted
information from TA and TB, respectively. n0;1 and nkþ1;k

denote the received noise at R1 and Rk , respectively.
In the second slot, R1 and Rk receive the information

from TA and TB, and decode the information. Forward
error correction (FEC) is assumed to be employed to
guarantee the correctness of signals. For brevity, the
decoded information is also represented by xA and xB.
After decoding the received information, R1 recodes xA
and forwards it to the next-hop node (R2) towards TB

(defined as the forward transmission direction), and con-
currently, Rk recodes xB and forwards it to the next-hop
node (Rk−1) towards TA (defined as the backward trans-
mission direction). The received information at R2 and
Rk−1 can be given by

y1;2 ¼ ρP1;2H 1;2xA þ n1;2; (7)

yk;k−1 ¼ ρPk;k−1Hk;k−1xB þ nk;k−1; (8)

where P1;2 and Pk;k−1 denote the transmitted powers of
R1 pointing to R2 and Rk pointing to Rk−1, respectively.
H 1;2 and Hk;k−1 denote the channel gains of the link
from R1 to R2 and the link from Rk to Rk−1, respectively.

n1;2 and nk;k−1 denote the received noise at R2 and Rk−1,
respectively.

The information is simultaneously transmitted via
relays for two transmission directions to exchange infor-
mation. In the last slot, the received information at TA

and TB can be expressed as

y1;0 ¼ ρP1;0H 1;0xB þ n1;0; (9)

yk;kþ1 ¼ ρPk;kþ1Hk;kþ1xA þ nk;kþ1; (10)

where P1;0 and Pk;kþ1 denote the transmitted powers of
R1 pointing to TA and Rk pointing to TB, respectively.
H 1;0 and Hk;kþ1 denote the channel gains of the link
from R1 to TA and the link from Rk to TB, respectively.
n1;0 and nk;kþ1 denote the received noise at TA and TB,
respectively. It can be inferred that completing the infor-
mation exchange requires (k þ 1) or (k þ 2) time slots in
(k þ 1)-hop networks for two-way relay systems, instead
of 2ðk þ 1Þ time slots for one-way relay systems.

The outage probability of the two-way multi-hop sys-
tem for UOWC is derived to assess the system perfor-
mance. It is known that the performance of DF relaying
depends on the worst links[11]. Therefore, the SNR for
the forward transmission direction TA → R → TB and
the backward transmission direction TB → R → TA can
be calculated by

γAB ¼ min
�
γ0;1; : : : ; γi;iþ1; : : : ; γk;kþ1

�
; i ¼ 0; 1; � � � ; k;

(11)

γBA ¼min
�
γkþ1;k ; : : : ;γj;j−1; : : : ;γ1;0

�
; j ¼ 1;2; � � � ;kþ1;

(12)

where γi;iþ1 and γj;j−1 represent the instantaneous SNR
in forward and backward transmission directions, respec-
tively. γi;iþ1 and γj;j−1 are defined as[6,18]

γi;iþ1 ¼
ðρPi;iþ1Hi;iþ1Þ2

σ2f ;iþ1
; γj;j−1 ¼

ðρPj;j−1Hj;j−1Þ2
σ2b;j−1

; (13)

where σ2f ;iþ1 and σ2b;j−1 are the variances of the noise at
node i þ 1 of the forward direction and node j − 1 of
the backward direction. In general, the noises in the
UOWC system include background noise, dark current
noise, shot noise, and thermal noise. Such noises are
additive and independent of each other, and hence, they
can be assumed as independent and identically distributed
(i.i.d) and modeled as additive white Gaussian noise
(AWGN) with zero mean. Since the signal shot noise that
depends on the incoming optical signal power can be omit-
ted compared with the other noise components,
such noise is signal-independent. The calculation of total
noises in the UOWC system is detailed in the research by
Jaruwatanadilok[20], which is related to the bandwidth
and water depth.

For the two-way relay system, the outage occurs when
any of the transmission directions (forward TA→R→TB
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and backward TB → R → TA) fails. The outage probabil-
ity can be expressed as

Pout ¼ PrðminfγAB ; γBAg ≤ γthÞ
¼ 1− PrðγAB > γthÞPrðγBA > γthÞ; (14)

where γth is the SNR threshold. Pout can be obtained by
substituting Eq. (11) and Eq. (12) into Eq. (14) as

Pout ¼ 1−
Yk
i¼0

Pr
�
γi;iþ1 > γth

�Ykþ1

j¼1

Pr
�
γj;j−1 > γth

�
: (15)

Inserting Eq. (13) into Eq. (15) yields

Pout ¼ 1−
Yk
i¼0

Pr

0
B@α2i;iþ1 >

������������������
γthσ

2
f ;iþ1

q
ρPi;iþ1hi;iþ1

1
CA

×
Ykþ1

j¼1

Pr

0
@α2j;j−1 >

������������������
γthσ

2
b;j−1

q
ρPj;j−1hj;j−1

1
A: (16)

Since αi;iþ1 obeys log-normal distribution, α2i;iþ1 is also a
log-normal random variable with the mean and variance
as 2μXi;iþ1

and 4σ2Xi;iþ1
, respectively. This principle is also

applicable to α2j;j−1. Therefore, the outage probability
can be computed as

Pout ¼ 1−
Yk
i¼0

Q

(
ln
	
γthσ

2
f ;iþ1∕ðρPi;iþ1hi;iþ1Þ2



− 4μXi;iþ1

4σXi;iþ1

)

×
Ykþ1

j¼1

Q

(
ln
h
γthσ

2
b;j−1∕ðρPj;j−1hj;j−1Þ2

i
− 4μXj;j−1

4σXj;j−1

)
;

(17)

where QðxÞ is the Q function given as

QðxÞ ¼ 1������
2π

p
Z

∞

x
exp

�
−η2

2

�
dη: (18)

To evaluate the performance of the two-way multi-hop
system over log-normal turbulence channels, we carry out
extensive numerical studies, where ηt ¼ 0.9, ηr ¼ 0.9,
Ar ¼ 0.01 m2, and θ0 ¼ 10° are taken, and the water
depth is 50 m. Other parameter settings regarding the
scintillation index (which determines the turbulence ef-
fects for UOWC) and underwater noise are detailed in
the researches by Jamali et al.[6] and Korotkova et al.[19],
and the research by Jaruwatanadilok[20], respectively.
Figures 2 and 3 depict the outage probability with re-

spect to the transmission distance and the total power
transmitted with non-relay (direct) communications
and one to four relay-assisted communications. In these
numerical results, it is assumed that successive nodes
are equidistant along the link between two terminals,

and the transmitted powers of all nodes including termi-
nals and relays are the same.

In Fig. 2, the total transmitted power (denoted as PT ) is
set to 20 dBm, and hence, the transmitted power of each
node for single transmission is PT∕ð2k þ 2Þ, where k de-
notes the number of relays. For clear ocean water, it
can be observed that the maximal distances that can be
reached with non-relay and one to four relay-assisted com-
munications are approximately 19 m, 32 m, 44 m, 55 m,
and 65 m at the outage probability of 10−3 for a plane light
wave, whereas the distances for a spherical light wave are
approximately 20 m, 35 m, 50 m, 62 m, and 73 m. For pure
sea water, the maximal distances are much longer than
those for clear ocean water, which are approximately
29 m, 48 m, 66 m, 82 m, and 96 m for a plane wave
and 33 m, 55 m, 72 m, 92 m, and 106 m for a spherical
wave. It can be concluded that a spherical light wave
suffers from less negative effects induced by turbulence
than a plane light wave. Additionally, employing relays
can significantly extend the transmission range for
UOWC, where the maximal distance of the scheme with
four relays can be increased by 73 m compared with that of
the non-relay scheme under pure sea water and a spherical
light wave.

Fig. 2. Outage probability versus transmission distance for two-
way multi-hop systems (a) with clear ocean water cðλÞ ¼ 0.151
and (b) with pure sea water cðλÞ ¼ 0.056.

Fig. 3. Outage probability versus total transmitted power for
two-way multi-hop systems (a) with clear ocean water cðλÞ ¼
0.151 and (b) with pure sea water cðλÞ ¼ 0.056.
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